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SOUNDINGS WERE TAKEN BY: D
ALL SOUNDINGS WERE TAKEN FROM APRIL 9,
TO DOCTOBER 10, 2002.
RAW DATA ON DISK: "HARBOR 2002"
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CLEVELAND HARBOR

PROJECT CONDITION SOUNDINGS 2002

U.S. ARMY ENGINEER DISTRICT, BUFFALO
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PROJECT DEPTHS AND SOUNDINGS ARE IN FEET
OUEBEC (IGLD 1985)
INDICATED AND CAN ONLY BE

AND ARE REFERRED TQ LOW WATER DATLM,
ELEVETION 569.2 FEET ABOVE MEAN LOW

WATER AT RIMOUSKI,
THE INFORMATION DEPICTED ON THIS MAP

REPRESENTS THE RESULTS OF SURVEYS MADE ON

THE DATES
CONSIDERED AS INDICATING THE GENERAL

AMERICAN DATUM OF
PROJECT DEPTH IS 25.0 FEET.
CONDITION EXISTING AT THAT TIME.

NOTES:
ZONE.
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THIS DRAWING WAS PREPARED USING A CADD SYSTEM.
TO VIEW A COLOR VERSION OF THIS MAP. POINT
YOUR WEB BROWSER 70 http://www.Irb.usace.
FILES: CLV3P02,DGN
CLVO2P.DCN

army.mil/waterways/survey/survey.htm
THE FILES USED IN THE PREPARATION OF THIS

DRAWING ARE ON DISK: HARBOR 2002

SCALING MAY BE DISTORTED.
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USACE-BUFFALO
project condition 

soundings sheet 3 0f 4 that were taken from April 2002 

through October 2002.  This sheet covers from the 

front of the Burke Lakefront Airport to just past the 

turning basin to the east.


